
DESCRIPTION

COMBI-STEAM OVEN

The built-in Combi-steam oven is equipped with water tank. Hot air 30 ¡C to 230 ¡C can be combined with chosen 
humidity level of 0%, 30%, 60%, 80% or 100%. TFT touch display. Panel-free appliance with surface control module. 
Steaming without pressure. Electronic temperature control from 30 ¡C to 230 ¡C. Core temperature probe, removable. 
Net volume 42 litres.Energy efficiency class A. Gaggenau mechanism.

TECHNICAL DRAWINGS AND CONNECTIONS

INSTALLATION

CHARACTERISTICS

Programmes
Hot air + 100 % humidity. Hot air + 80 % humidity. Hot air + 60 % humidity. Hot air + 30 % humidity. Hot air + 0 % 
humidity. Dough proofing. Defrosting. Regenerating. Low temperature cooking.

Safety
Child lock. Safety shut-off. Cooled housing with temperature protection.

Cleaning
Cleaning aid. Drying programme. Descaling programme. Grease filter, dishwasher-safe.

TECHNICAL INFO

23 1/4"WIDTH

21 9/16"DEPTH

17 7/8"HEIGHT

 22 1/16"x21 11/16"x17 11/16"REQUIRED NICHE SIZE INSTALLATION (WXDXH)

 NOT REVERSIBLEDOOR HINGE

 /WATER LINE

 8.0 AMAXIMUM AMP USAGE

 [208/240V] Hz: 50/60ELECTRICAL SUPPLY

 Wired without plug. Dedicated circuit required.PLUG TYPE

Le immagini non sono vincolanti. La ditta si riserva di apportare modifiche senza preavviso.

The pictures are purely representative. The manufacturer reserves the right to modify the technical data and models without previous notice.
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